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When the measuring tool is inclined by more 
than 8 % after switching on or after a position 
change, levelling in is no longer possible. In this 
case, the rotor is stopped, the laser flashes and 
levelling indicator 3 continuously lights up red. 
Reposition the measuring tool and wait for it to 
re-level. Without repositioning, the laser is auto-
matically switched off after 2 minutes and the 
measuring tool after 2 hours.

When the measuring tool is levelled in, it contin-
uously checks the horizontal and vertical posi-
tion. Automatic re-levelling takes place after po-
sition changes. To avoid faulty measurements, 
the rotor stops during the levelling process, the 
laser flashes and the levelling indicator 3 flashes 
green.

Shock-warning Function

The measuring tool has a shock-warning func-
tion; after position changes or shock to the 
measuring tool, or in case of ground vibrations, 
it keeps the measuring tool from levelling in at 
changed heights, and thus prevents vertical er-
rors.

To switch on the shock-warning function, press 
the shock-warning button 2. The shock-warning 
indicator 1 continuously lights up green, and the 
shock-warning function is activated after 30 sec-
onds.

When the levelling-accuracy range is exceeded 
after a position change of the measuring tool or 
when heavy ground vibrations are detected, the 
shock-warning function is actuated: The rota-
tion is stopped, the laser flashes, the levelling 
indicator 3 goes out and the shock-warning indi-
cator 1 flashes red. The current operating mode 
is stored.

After the shock-warning function has actuated, 
press the shock-warning button 2. The shock-
warning function is restarted and the measuring 
tool starts the levelling. As soon as the measur-
ing tool is levelled in (levelling indicator 3 con-
tinuously lights up green), it starts in the stored 
operating mode. Now, check the height of the la-
ser beam with a reference point and correct the 
height, if required.

When the function is not restarted by pressing 
button 2 after the shock-warning function has 
actuated, the laser is automatically switched off 
after 2 minutes and the measuring tool after 
2 hours.

To switch off the shock-warning function, press 
shock-warning button 2 once, or, when the 
shock warning is actuated (shock-warning indi-
cator 1 flashing red) press it twice. When the 
shock-warning function is shut off, the shock-
warning indicator 1 goes out.

Levelling Accuracy of the Rotational 
Laser Level

Influences on Accuracy

The ambient temperature has the greatest influ-
ence. Especially temperature differences occur-
ring from the ground upward can divert the laser 
beam.

The deviations play a role in excess of approx. 
20 m measuring distance and can easily reach 
two to four times the deviation at 100 m.

Because the largest difference in temperature 
layers is close to the ground, the measuring tool 
should always be mounted on a tripod when 
measuring distances exceeding 20 m. If possi-
ble, also set up the measuring tool in the centre 
of the work area.

Accuracy Check of the Measuring Tool

Apart from exterior influences, device-specific 
influences (such as heavy impact or falling 
down) can lead to deviations. Therefore, check 
the accuracy of the measuring tool each time be-
fore starting your work.

For the accuracy check, an unobstructed meas-
uring distance of 20 m on firm ground between 
two walls A and B is required. With the measur-
ing tool in the horizontal position, a transit 
measurement is to be carried out across both 
axes X and Y (both positive and negative) (alto-
gether 4 complete measurements).

– Mount the measuring tool in the horizontal 
position onto a tripod 26 (accessory) or 
place it on a firm and level surface near 
wall A. Switch the measuring tool on.
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Maintenance and Service

Maintenance and Cleaning
Keep the rotational laser level and battery charg-
er clean at all times.

Do not immerse the rotational laser level and 
battery charger into water or other fluids.

Wipe off debris using a moist and soft cloth. Do 
not use any cleaning agents or solvents.

Particularly clean the surfaces at the outlet 
opening of the rotational laser level regularly 
and pay attention for any lint.

If the rotational laser level or battery charger 
should fail despite the care taken in manufac-
ture and testing, repair should be carried out by 
an authorised customer services agent for 
Bosch power tools. Do not open the rotational 
laser level and the battery charger yourself.

In all correspondence and spare parts orders, 
please always include the 10-digit article 
number given on the type plate of the rotational 
laser level and battery charger.

After-sales Service and Customer As-
sistance
Our after-sales service responds to your ques-
tions concerning maintenance and repair of your 
product as well as spare parts. Exploded views 
and information on spare parts can also be 
found under:
www.bosch-pt.com
Our customer service representatives can an-
swer your questions concerning possible appli-
cations and adjustment of products and acces-
sories.

Great Britain

Robert Bosch Ltd. (B.S.C.)
P.O. Box 98
Broadwater Park
North Orbital Road
Denham
Uxbridge
UB 9 5HJ
Tel. Service: +44 (0844) 736 0109
Fax: +44 (0844) 736 0146
E-Mail: boschservicecentre@bosch.com

Ireland

Origo Ltd.
Unit 23 Magna Drive
Magna Business Park
City West
Dublin 24
Tel. Service: +353 (01) 4 66 67 00
Fax: +353 (01) 4 66 68 88

Australia, New Zealand and Pacific Islands

Robert Bosch Australia Pty. Ltd.
Power Tools
Locked Bag 66
Clayton South VIC 3169
Customer Contact Center
Inside Australia:
Phone: +61 (01300) 307 044
Fax: +61 (01300) 307 045
Inside New Zealand:
Phone: +64 (0800) 543 353
Fax: +64 (0800) 428 570
Outside AU and NZ:
Phone: +61 (03) 9541 5555
www.bosch.com.au

Republic of South Africa

Customer service
Hotline: +27 (011) 6 51 96 00

Gauteng – BSC Service Centre
35 Roper Street, New Centre
Johannesburg
Tel.: +27 (011) 4 93 93 75
Fax: +27 (011) 4 93 01 26
E-Mail: bsctools@icon.co.za

KZN – BSC Service Centre
Unit E, Almar Centre
143 Crompton Street
Pinetown
Tel.: +27 (031) 7 01 21 20
Fax: +27 (031) 7 01 24 46
E-Mail: bsc.dur@za.bosch.com

Western Cape – BSC Service Centre
Democracy Way, Prosperity Park
Milnerton
Tel.: +27 (021) 5 51 25 77
Fax: +27 (021) 5 51 32 23
E-Mail: bsc@zsd.co.za
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Singapore

Robert Bosch (SEA) Pte. Ltd.
11 Bishan Street 21
Singapore 573943
Tel.: +65 6571 2772
Fax: +65 6350 5315
leongheng.leow@sg.bosch.com
Toll-Free: 1800 333 8333
www.bosch-pt.com.sg

Vietnam

Robert Bosch Vietnam Co. Ltd
10/F, 194 Golden Building
473 Dien Bien Phu Street
Ward 25, Binh Thanh District
84 Ho Chi Minh City
Vietnam
Tel.: +84 (8) 6258 3690 ext. 413
Fax: +84 (8) 6258 3692
hieu.lagia@vn.bosch.com
www.bosch-pt.com

Disposal
The rotational laser level, battery charger, ac-
cessories and packaging should be sorted for 
environmental-friendly recycling.

Do not dispose of the rotational laser level, bat-
tery charger and battery packs/batteries into 
household waste!

Only for EC countries:

According to the European Guide-
line 2002/96/EC, measuring tools  
that are no longer usable, and ac-
cording to the European Guide-
line 2006/66/EC, defective or 
used battery packs/batteries, 

must be collected separately and disposed of in 
an environmentally correct manner.

Batteries no longer suitable for use can be 
directly returned at:

Great Britain

Robert Bosch Ltd. (B.S.C.)
P.O. Box 98
Broadwater Park
North Orbital Road
Denham
Uxbridge
UB 9 5HJ
Tel. Service: +44 (0844) 736 0109
Fax: +44 (0844) 736 0146
E-Mail: boschservicecentre@bosch.com

Battery packs/batteries:

Ni-MH: Nickel metal hydride

Subject to change without notice.
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